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O P T I M U S® Cat. No. 12-1746 


4-lnch Flush-Mount Speaker System 


CHOOSING A LOCATION 

For the best performance, install these 
speakers on a solid, firm surface that 
does not vibrate at high volume levels. 
We recommend you mount the speak- 
ers in the door panels or the rear 
deck. 

Note: Cardboard or fiber panels are 
not good mounting surfaces. 


(Ulus showing suggested 
mounting areas) 


As you are deciding on a location, 
carefully inspect the area behind the 
proposed mounting surface. 

• There must be a clear unob- 
structed area of at least 2 inches 
(50.8 mm) behind the panel. 

• If it is a door location, check to be 
sure the window, window mecha- 
nism, and window handle will 
clear the speaker. 

Note: Make sure the window 
opens and closes properly. 


INSTALLING THE 
SPEAKERS 

1 . Use the supplied template to mark 
the speaker opening and the 
mounting-screw hole locations. 

2. Cut out the marked speaker open- 
ing in the mounting surface. 

Note: Steel door panels and the 
rear deck (behind the upholstery) 
might already have large cut-out 
areas for recessing the speaker. 

3. Drill the four mounting-screw 
holes. 

Caution: Be careful not to drill 
into anything behind the mount- 
ing surface. 

4. Mount the supplied speed clips 
directly onto the mounting-screw 
holes that you drilled using the 
supplied template. 


(Ulus showing one speed 
clip in place and one being 
installed) 
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5. If necessary, route new speaker 
wire from the autosound system to 
the mounting area. 

Cautions: 

• Avoid routing speaker wire 
where it can be pinched or 
stepped on. You can usuaiiy 
route it aiong the channei 
beneath the vehicie’s door fac- 
ings. 

• If you selected door locations, 
you might need to punch a 
small hole in the door edge 
(near the door hinges) to route 
the wires into the door. Leave 
enough slack wire to open the 
door all the way. 

6. Insert the positive (+) and nega- 
tive (-) stripped speaker wire ends 
through the corresponding 
speaker terminals, wrap them 
around the terminals, and either 
solder or crimp them in place. 


Cautions: 

• Improper phasing can cause 
poor bass response. To ensure 
proper phasing, you need to 
match your autosound system’s 
positive (+) and negative (-) 
speaker wires to the corre- 
sponding positive (+) and nega- 
tive (-) speaker terminals. 

• Do not connect any of your 
speaker terminals to chassis 
ground. 


(Ulus showing wiring diagram 
for connection to two speakers 
with proper polarity) 


7. Remove the grille from each 
speaker’s mounting bracket to 
expose the mounting holes. 

8. Place the mounting bracket on the 
speaker. 


(Ulus showing how the 
bracket fits on the speaker) 
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9. Align each speaker’s mounting 
holes and the mounting bracket’s 
holes with the holes on the speed 
clips, thread a supplied screw 
through each mounting hole, and 
tighten all screws until they are 
secure. 


(Ulus showing the mounting 
screw, aligned with the 
speaker’s mounting holes, 
the mounting bracket’s 
holes, and the holes on the 
speed clips) 


10. Firmly press the grille onto each 
speaker’s mounting bracket. 

Note: You can use the supplied 
adhesive glue to further secure 
the grille to the mounting bracket. 

Press the glue into the mounting 
bracket’s edges. 


(Ulus showing how to 
use the adhesive 
tape) 
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SPECIFICATIONS 


Speaker Size: 

Woofer 4 Inch (102 mm) Dual Cone 

Woofer, Cone Paper 

Sub Cone Paper 

Grille Hi Heat ABS 

S.P.L 89 dB 

Barium Magnet Weight 70 ¥ 32 ¥ 1 0, 5.4 oz (Vs kg) 

Maximum Power 45 Watts/Channel 

Power Handling 15 Watts RMS/Channel 

Impedance 4 ohms 

Frequency Response 95 Hz-19 kHz 

Weight (one speaker) 1 lb (0.453 kg) 

Dimensions (HWD) 4^Vie ¥ 4^Vie¥ 2Vi6 Inches (122 ¥ 122 ¥ 59 mm) 


Specifications are typical; individual units might vary. Specifications are subject to 
change and improvement without notice. 


RadioShack Limited Warranty 

This product is warranted against defects for 90 days from date of purchase from RadioShack company-owned 
stores and authorized RadioShack franchisees and deaiers. Within this period, we wiii repair it without charge for 
parts and iabor. Simpiy bring your RadioShack saies siip as proof of purchase date to any RadioShack store. 
Warranty does not cover transportation costs. Nor does it cover a product subjected to misuse, accidentai dam- 
age, alteration or improper installation. 

EXCEPT AS PROVIDED HEREIN, RadioShack MAKES NO EXPRESS WARRANTIES AND ANY IMPLIED 
WARRANTIES ARE LIMITED IN DURATION TO THE DURATION OF THE WRITTEN LIMITED WARRANTIES 
CONTAINED HEREIN. Some states do not permit limitation or exclusion of implied warranties; therefore, the 
aforesaid limitation(s) or exclusion(s) may not apply to the purchaser. 

This warranty gives you specific legal rights and you may also have other rights which vary from state to state. 
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